NCR OPTI

Components

A. 12" duraTouch LCD
B. 8 Backlit Soft Keys
C. Optional Receipt Printer
D. Unified Pinpad & Card
Reader (UPC)
E. 2D Scanner
F. Optional ADA Keypad
G. Contactless
H. Existing Pump Door

NCR OPTIC 12

NCR OPTIC 12 pay-at-pump terminal offers unmatched value and flexibility while
delivering consistent, engaging consumer experiences unique to your business. NCR
OPTIC 12 is a modular, self-service solution that comes EMV ready standard with 12in
touch screen, contactless reader (including mobile phones), 2D barcode scanner and
mag stripe reader. OPTIC 12 has been thoughtfully engineered to provide effortless
retrofit options for most brands of pump.
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NCR OPTIC 12 Components

Standard Hardware Components:

e Secure Display Controller (SDC): 12in LCD Touch
Screen

e Application Controller (APC)

e Contactless

e EMV Ready Card Reader

e 2D Scanner

e Unified Pinpad & Card Reader (UPC)

Standard Hardware Components Outside Units:
e 1 Cub per Pump Head (2 Terminals)
e 1 Cub per Store

*Optional New Pump Components:
e Power Supply
e Speakers

Standard Software:

e Estate Management (Invenco Cloud)
e Remote Key Injection

e OPTIC POS Connect

e OPTIC SDK

Pump Models Currently Supported:
e Gilbarco:
e Encore 300 (modifications required)
e Encore 500
e Encore 5005
e Encore 700S
¢ \Wayne:
e Ovation
e Ovation 2
® Helix

*Optional Hardware Components:

e Receipt Printer

e ADA Keypad

e Additional Site Server, if supporting food or
ordering service

Available Services:

e Site Survey

e |nstallation

e |nstallation Certification

e Advanced Exchange Depot
e Certify Pump Technicians

e Professional Services

*Optional/ Also Available Software:
e Media Management (Invenco Cloud)

Currently Not Available For Pumps:
e Gilbarco Advantage
¢ \Wayne Vista

Receipt Printers Supported:
¢ Nippon Primex

e HengstlerC-56

*Citizen DW-10/DW-12

e Panasonic EPL1701D2V

e Panasonic EPL170152V

Store Architecture

In Store
e 1 Cub

Above Store:
e Standard Software
e *Optional Software

e *Optional Site Server

ha
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At Pump

e Standard HW Components
e 1 Cub per Pump Head

e *Optional HW Components
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